
  Rev3 05.11.2025 

Pandhora S.r.l. – Società Benefit 
  Sede Operativa: Via Pizzone 11/7, 84085 Mercato San Severino (SA), Italia 

Sede Legale: Piazza Giacomo Matteotti 7, 80133 Napoli (NA), Italia  - P.IVA: 02726920420  PEC: pandhorasrl@legalmail.it  5RUO82D   

 www.pandhora.it  
 

INSTRUCTIONS DE MONTAGE DU TUBE DE DIRECTION AVEC ARCEAU DE 

CONNEXION RÉGLABLE EN HAUTEUR 

1. Secure the clamps to a stable point on the frame (Photo 1), making sure that the axes of the conical pins 

are positioned at a height between 29 and 36 cm from the ground level. (Photos2/3/4) 
  
 

 

 

 

 

 

    

 

 

 

2. Adjust the height of the connection bracket by sliding it along its guide until the axes of the depth 

regulators are aligned with those of the conical pins. (Photo 5) 

Then make sure the conical pins and the depth regulators fit perfectly together.  

  

 

 

 

 

 

 

3. Operate the side locking levers to fasten the depth regulators to the conical pins, and secure the 

connection bracket using the supplied M8x12 screws – three on the right side and three on the left – in the 

holes corresponding to the selected height, applying a tightening torque of 24 Nm. (Photo 6)  
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Type C mount Type D mount Type B mount 
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IMPORTANT : 

Utilisez du frein 

filet sur les 6 vis. 
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